
TITLE

DWG NOSIZE REV

SHEETSCALE

CAGE CODE

A

ELECTRICAL:

FREQUENCY: 33 - 50 GHZ

TYPICAL GAIN VARIATION: ±1.5 - 2.0 dB

GAIN: 23 DB

3 DB BEAM WIDTH*:

E PLANE: 9.6°

H PLANE: 11.7°

MATERIALS:

BODY: ALUMINUM

FINISH: GOLD PLATED COPPER

FLANGE: BRASS

*GAIN & 3 DB BEAM WIDTH VALUES HAVE

CALCULATED BY COMPUTER SIMULATION

SPECIFICATIONS

STANDARD GAIN HORN 23 DB GAIN WG22

3FKR5 --

FAIRVIEW MICROWAVE INC.
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STANDARD GAIN HORN 23 DB GAIN WG22
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Ø1.125"

Ø0.500

Ø0.0615 ALIGNMENT PIN,

2 PLC. AT HOLES "P"

Ø0.938" BOLT CIRCLE

Ø0.067" THRU,

2PLC. AT HOLES "H"

#4-40 UNC-2B TAPPED HOLE,

Ø0.140 C'BORE

x 0.030 DP., 4 PLC. FOR

#4-40 CAPTIVE SCREW

0.194"

0.306"

WR22 W/G OPENING

SHOWN FOR REF.
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0.156"

Ø0.47"

0.25"

0.032"

0.160"

0.010 X 45°

CHAMF.

0.015 X 30°

CHAMF, 2 PLC.


